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A contractor has posed the following questions, and the corresponding answers are

provided:
Question 1:
Answer 1:

Question 2:

Answer 2:

Question 3:

Answer 3:

What is the depth of the surface course for the overlay on Haywood Rd?
The minimum resurfacing depth is 1.5”.

All of the typicals show using 1.5 S9.5B, but the wedge detail shows 3.
I quantified the areas and using 1.5” depth, it amounts to 3,100-3,200 tons
of asphalt. If I use 3” depth, the quantities are closer to 5600 tons.

The 3 S9.5B shown on the wedging detail is to show that wedging at
greater depths should have 3 of S9.5B, 4 119.0B, and then wedge the
remaining amount with base course. The S9.5B quantity of 5620 tons
provided includes this wedging.

Will a shuttle buggy be needed?

Per the 2012 NCDOT Standard and Specifications for Roadway and
Structures, MTV’s are required for all Superpave D mixes, Interstates and
US routes with four or more lanes and for all types of OGAFC mixes.
W-5506 does not meet any of those situations so a shuttle buggy will not
be required.

These question and answers do not change bid items or the associated quantities.
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253 WEBSTER ROAD
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Website: www.ncdot.gov


http://www.ncdot.gov/

Please access ebs addenda files on Bid Express®.

Please insert this letter into the addendum section of the proposal and sign the
verification. Thank you for your attention to this matter.
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